ENGLISH

INGESCO® PDC LIGHTNING ROD

Photo Mod. PDC 6.3

(Ref. 101008)
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PROTECTION LEVELS

Measurements in mm.

MODEL PDC 3.1 PDC 3.3 PDC4.3 PDC 5.3 PDC 6.3
Reference | Ref. 101000 | Ref. 101001 | Ref. 101003 | Ref. 101005 | Ref. 101008
Weight 2.075 M 3.000 F 3.200 [ 3.400 (A 3.600 [
At 15 ps 25 ps 34 ps 43 ps 54 ps
LEVEL | 35m 45 m 54 m 63 m 74 m
LEVEL Il 54 m 65 m 74 m 84 m 95 m
LEVEL lll 63 m 75 m 85 m 95 m 106 m

Protection radii calculated according to: Norm UNE 21.186 & NFC 17.102
(These radii of protection have been calculated according to an altitude
difference of 20 m between the end of the lightning rods and the considered
horizontal plane).

INGESCO‘

LIGHTNING SOLUTIONS

PRODUCT
Lightning rod with ESE (Early Streamer Emission) system, standardized
according norms UNE 21.186 and NFC 17.102.

OPERATION

The specific function of INGESCO® PDC lightning rod is producing an
upward stream of ionized particles pointed to clouds that will channel
the eventual electrical discharge from its origin.

There is a different potential between the discharger (that has the
same potential than the air around it) and both the air terminal tip and
the deflection ensemble (they have the same potential than earth).
This difference increases as atmospheric potential becomes higher
because of the imminent lightning stroke.

Knowing the value of this difference A\t allows us to relate time and
velocity of electrical discharge spread and, consequently, to calculate
the lightning impact distance and the protection radium that offers
each lightning rod model (see table below).

The knowledge of this value allows finally to select the most appropriate
lightning rod model taking into account the characteristics of the
structure we want to protect and the level of protection needed according
the norms UNE 21.186 and NFC 17.102.

CHARACTERISTICS & BENEFITS

— 100% of efficacy in discharge capture.

— High level of protection.

— Electric continuity guaranteed. The device doesn't offer any resistance
to discharge conduction.

— Lightning rod without electrical components. Maxim durability
guaranteed.

— INGESCO® PDC preserves its initial properties after each discharge.

— Because it contains no electronic elements, there are no
replaceable parts.

— It doesn't need external power supply.

— Operation guaranteed in any atmospheric condition.






